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BECAUSE it compares actual output noise 
power with the output noise power of a 
theoretically ideal device, the quantity noise 
figure h genera My used to specify in a funda- 
mental manner the quality of amplification 

provided in micro- 
wave devices such as 
receivers, forward- 



SEF ALSO; 

"'Noise fig-ure and 

its ifieasurement/'' 

p,3 



^vave and back ward- wave tubes, etc. In addi- 
tion to being a fundamental property, how- 
ever, noise figure can also be much faster and 
easier to measure than equivalent measure- 
ments with signal generators. From a perform- 
ance standp«)in£, improving receiver noise fig- 
ure in a system such as a radar is just as valuable 
and tremendously more economical than in- 
creasing transmitter power an equivalent 
amount. A 5 db improvement in receiver noise 
figure, for example, is equivalent to increasing 
transmitter power by 3:1. 

To enable noise figure to be measured simply 
and accurately and with economy of equip- 



ment, a noise figure meter has been developed 
which both measures noise figure automati- 
cally and has a number of important conven- 
iences not previously available. The meter can 
be used with either 30- or 60-megacycle i-f re- 
ceivers and has a primary measuring range 
from 3 to 30 db. 

The instrument is designed to operate with 
gas discharge noise sources for measurements 
on microwave devices and with temperature- 
limited diodes for measurements on i-f ampli- 
fiers. A diode source and a series of high-per- 
formance vi^aveguide noise sources have been 
developed for these purposes. Supply voltages 
for the sources are provided by the instrument. 

The instrument provides t^^o additional out- 
puts for simplifying various measurements. 
One of these is a voltage that increases w ith the 
gain of the device being measured and is thus 
valuable in such w^ork as adjusting twt's to the 
optimum gain region during the NF meas- 
urement. 





FREQUEKCT tXMC) 

Fig. 2. Recorded suepl Nf measttrentent maJe of X-hand 

ioti-naine tut at G eft era! ElecfHc Microuuive Laboratory, 

Palo Alio, fisiftg swept measurement techniifties desfrthed 

in text, 

¥ig. 1. (at left) hp- Model ^40 A Nohe Figure Meter auto- 
fttatically fnemurei nohe figure of mkrGitat>e receivers and 
amplifiers over } * 30 dh range and of 30- or dO-megacyfle i-f 
systems over - IS dh range. Waveguide and i-f noise sources 
have also been designed for these uses, SF meter out puts are 
provided for recording swept memurements and for indicat- 
ing variations in gain of devices snch as ttit'i;. 
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Fig* 3. Waveguide ttoise iources pro tide 

excess NF of 1^.2 dh and are deugned to 

achieve a good match in both fired and 

off condiiions. 

The SL'Cond output makes available 
the current in the indicating meter so 
that permanent records can be made of 
swept measurements. 

Provision is also made for measuring 



noise hgurc niiinually by meins of an 
external attenuator. 

WAVEGUIDE NOISE SOURCES 

Pariicular care has been taken in the 
design of the waveguide noise sources 
to achieve a high order of performance 
in the several respects that are impor- 
tant 10 the accuracy of noise ligurc 
measurements- One of these considera- 
tions is the impedance that the source 
offers not only in the hred condition 
but in the cold condition as well, since 
cold mismatch is as important as fired 
mismatch to the accuracy of measure- 
ment. The S.2 ^ \2A kmc source is 
rated as having a maximum reflection 




Fig. 4. Typical off arid fired reflect ion 
coefficient of 8,2 - 12.4 kntc noise source. 
Mismatch rating of sources is based 
on continuous-frequency measurement so 
ihut no peaks that can introduce addi- 
tional error in NF measurement are 
ovtrlaoked. 



The basic operating principle of 
the new Noise Figure Meter is indi- 
cated in the accompanying illustra- 
tions in terms of a typical measure- 
ment on a receiver. The receiver input 
is connected to the %vaveguide noise 
source, which is automatic ally on-off 
modulated by the NI- meter, w^hile an 
i-f output is taken from a convenient 
point in the receiver ahead of the 
second detector and applied to the 
noise hgurc meter* During "on" 
times, the receiver output thus con- 
sists of the amplified power from the 
noise source plus the amphhed re- 
ceiver noise (second illustration). 
During "off" times, the receiver out- 
put cot^sists only of the amplified re- 
ceiver and input terrninatton noise* 
The NF meter is arranged with a gat- 
ing provision such that it alternately 
samples the '*on" and "off*' noise lev- 
els as obtained from the receiver i-f 
amplifier. The ratio of these two noise 
powers gives the noise figure from the 
expression 



F (dbl = 10 LOG 



tn 



(see Oliver, p 4. herein) , 

Internally, the instrument takes the 
ratio of the two powders by fixing the 



PRINCIPLE OF OPERATION 




Sketch illustrating meastmng principle 
of Model ^40 A. Receiver output when 
noise source is on is amplified to stand- 
ard value. Resulting amplified receiver 
outpnt poller ivhen source is off is then 
a measure of noise figure. 

level of the "on" power level N^ 
through AGC action and measuring 
the *'ofif*' level Ni in the meter. Since 
(Fj^ — 1) is the excess noise figure of 
the source when fared ( I K2 db for 
the gas tubes used), while N-^ is the 
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receiver output power level with the 
source on and is always amplified to 
a standard value by the AVC action 
of the NF meter, expression ( 1 ) can 
be re- writ ten 



F{db)= 15.2(lb -lOLOG f-^ -I J 



(2) 



The onlv variable now is N], the me- 
tered value. The meter can thus be 
calibrated to display noise figure 
directly/'' 

l-f noise figure measurements arc 
made in .i similar manner, except that 
the diode noise source is used and is 
applied directly to the input of the 
receiver i-f amplifier. The i-f noise 
source is arranged with a It) db lower 
excess noise figure (ue.^ J. 2 db) in 
keeping with tvpical i-f requirements* 
A 1 db lower calibration is there! ore 
provided on the meter face for use 
with this source. 



*The same result is obUincd h the aftcn- 
cited noise fijjure definition 

Sifjnal power tnpiit 
Thermal noise power input 

Signal power output 



is used 



Koise power output 

Sitrnal power i nput 
Thermal noise input 



is fllwaA's 



IS. 2 db, Si^al power output So is equal 
to (total power output N/) — inoht 
power output N,] or So — Nj — H\. Ht 
is then amplified to a standard value in 
the NF Meter and is tfius constant, so the 
egression beconics 



F(db) = i5.2db-I0 LOG 
-15. a db-IO LOG 






which IS identical with (2) above. 
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coefficieni magnitude of 9%, a rating 
chat covers both cold and fired mis- 
match (Fig. 4) and is based on con- 
tinuous-fre<]uency measuremenrs so 
that no peaks are overlooked. This is 
a consideration of some importance be- 
cause such peaks are often overlooked 
and where they exist cause measurc- 
ment error limits to be increased by 
Yz to 1 db. 

PULSE CHARACTiRlSTICS 

Since gas discharge tubes of the type 
used have a power output build-up and 
decay that is a large fraction of a milli- 
second , a special arrangement is used 



L.n»rL 



Fii;. 5- Oiciilogram showing reltition of 
gas tube nmi^ huild-up to gating of am- 
plifier in NF iM eter. Gating aic^rsi tlnring 
ias( half of source on and off timei to 
injure e s sen ti ally complete huild-f^p and 
de'-ionizaiion he fore noise power samples 
are taken by Sf meier^ 



in pulsing the sources to keep these 
effects from influencing the measure- 
ment. The elements oi this arrange- 
ment are indicated in lig* 5. The gas 
tube is square- wave modulated at a J 00 
cps rate to give a nominal pulse width 
of 1 millisecond. The NF meter ampli- 
fier, however, is gated on for Y^ milli- 
second intervals which are arranged to 
occur during the last half of the "on" 
and "off" intervals. This enables the 
gas tube noise lo build up to its steady- 
state value before its level is sampled 
by the NF Meter and also allows essen- 

i Co n tin n ed on }k 5 ) 



NOISE FIGURE AND ITS MEASUREMENT 



AN ideal receiver or amplifier would 
^ add no noise over and above that 
delivered, along with the signal, by the 
source to which its input is connected, 
With the possible exception, however, 
of parametric amplifiers and of recent 
devices capable of operation at very 
low temperature, additional noise in 
considerable amounts is contributed by 
the hrst stages of the receiver. To com- 
pare actual to ideal devices, the terms 
noise factor and noise figure are usually 
used*. The fwhe factor of an amplifirr 
is I he rat la of I he actual output noiac 
power a I ui table to thai which would 
In' at ail Mi' if the artjpiifier merely am- 
pUfivd the thermal nohe of the umrce. 

The noise figure is this power ratio ex- 
pressed in db. 

Let 

SjtF) = signal power ot frequency f, 
ovoiloble ffom source into 
coniugote rnatch 

S,,[f) — signal power at frequency f, 
avaifcible at output into con- 
jugate match 

G(f) " availoble power gam =: 
S^(f)/Si(f) 

N = QCtuol output noise power, 
available into conjugote 
match 

Since the noise power per cycle avail- 
able from a source at absolute tempera- 
ture T is kT, where k is Boltzmann's con- 
stant, the noise power N^ available at 
the output of an ideal receiver would 

'H. T. Frtisi "Noise Figure of Radio Re- 
ceivers/' Proe, IRE. Vol 32, No. 7, July, 
1944; pp 419-422. 
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be 

N,- kT/G(f]df 

Thus the noise factor is 

Jq 

and the noise figure is 10 logtu F*. 

50URCF lEMPitATURE 
CONSIOIRATIONS 

The noise tigure as defined by ( I ) 
involves the temperature of the source. 
Because a majority of sources are at or 
near room temperature, it has become 
customary to take T = 290"' K. which 
makes kT ^:^ 4 x 10'^^ watts per cycle. 
If a receiver is operated with a source 
at this temperature, and If thermal 
noise alone corrupts the signal available 
from this source, then the noise fii;ure 
gives directly the degradation in signal - 
to-noise ratio produced by excess noise 
in the receiver. In many important 
cases receivers are operated under these 
conditions* so that an improvement of 
i db in noise figure produces as much 
improvement in system performance 
as doubling the transmitter power. 

In other important applications the 
receiver may be operated from a source 
whose effective temperature is much 
less than 290^ K. In many radar, scat- 
ter propagation, and radio astronomy 
applications, for example, the atmos- 

+Eq. fl) is Friis* equations (J) and (5) 
combined. Tt is felt to be more fundamental 
than his Eq. (4) whkh is usually cited as 
the definition of noise factor, inasmuch as 
it does not involve a somewhat arbitrary 
signal, nor the definition of an input noise 
fictitiously band -limited. 

• 3 • 



phere may be highly transparent at the 
frequencies used. The antenna then 
faces the average temperature of inter- 
stellar space which is only a few degrees 
Kelvin. If the ohmic loss of the antenna 
and transmission lines is negligible, 
this low temperature value will be the 
effective source temperature. A de- 
crease of 3 db in the noise figure re- 
ferred to the actual source temjnrature 
will still improve the signal -to- noise 
ratio 3 db, hut this may repreatnl only 
a small decrease hi none figure referred 
to 290' K. It is obviously of importance 
to be able to relate noise figures referred 
to different source temperatures. 

Equation ( I ) may be rewritten 
N = KTyG{f)df + (F-l)KT/6(f)df 

A m pUfi ed t h erm a J Excess n o ise d u e to 
noise from source sources in receiver 

Thus, if F^ is the noise factor for a 
source at To, the available output power 
at temperature T will be 

N = kTjfg(f)df + (F,-t)kT,^G(f)df 

3nd the noise factor for the new* tem- 
perature is 

FM+(F,n)^ (2) 

Equation (2) shows that if the noise 
factor is 1 (0 db) at any reference tem- 
perature, it will be the same for all 
source temperatures: an ideal receiver is 
ideal regardless of the source. Fig. 1 
is a conversion chart for noise iigures 
based on Equation (2). 
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NOISE FIGURE AND ITS MEASUREMENT 

{Conlinued from p. } } 



MEASUREiVlllMT OF NOISE FIGURE 

The noise figure of a receiver may 
be measured u'iing .1 signal I generator 
;ind an output power (square law) de- 
rector. For the measurement to be 
meaningful^, the signal generator must 
present the source impedance for which 
the rt-ceiver is designed. With the signal 
generator output at zero the power out 
of the receiver will be from ( 1 ) 



N= FkT^G(f)df 



If the generator is now tuned to f,j, 
where the receiver power gain ts G (fo) ^ 
the total output power will be 



P = FkT 



ry^G(f)df 



SG(fJ 



where S is the available signal power. 
If S is now adjusted so that P ^ 2N^ 
i.e., so that the reading of the square 
jaw detector doubles, then 



FkT/G(f)df -SG(fo) 



kt 



^W) 



-/Mtldf 



S 

kTS 



13) 



noise spectrum which is ilat w^ith fre- 
quency and Tvhich has known power. 
The method here is to compare the noise 
power out of the receiver with the 
noise source o^ (Ni) and on (N^)* With 
the source off we have from ( I ) 

N,-kT/G(f)df + (F-l)kT/G(f)df 

A m p liij eel 50 u r ce Amplified excess 
iit^ke (thermal only) recdv*fr noise 

If now Fb ^ ratio of available power 
per cycle from noise 
source to kT, 

then with the noise source on 

W,= F,kTj/G{f)df + [FM)kTj/G(f)df 

Taking the ratio: 

N ," F F 



from which F - 






(4) 



This is a much simpler equation than 
(3) since the receiver power gain is 



calculated and is 1 -I- V^ — IR where 

kT 
q is the charge of the electron^ I is the 
d-c current and R is the load resistor. 

In the noise-source method of noise 
figure measurement it is extremely im- 
portant that the noise source present 
the same impedance to the receiver 
when turned on ns when turned off. 
Otherwise variations of receiver output 
noise with source impedance will affect 
N2/N; and cause errors in noise figure 
as computed from (4) even though 
the actual noise figure may not be a 
rapid function of source impedance. Of 
course it is also desirable that this im- 
pedance be either the normal impedance 
seen by the receiver (if the noise figure 
under operating conditions i^ desired) 
or some standard reference value (if 
the measurement is for comparison pur- 
poses). One way to .illovv the receiver 
to see very nearly its normal operating 
source impedance at all times is to 
couple the noise source to the input 
through a directional coupler of suffi- 
cient loss. 



B= ^77r/G(t)«iJ= effective noise 
^'^^^ bandwidth 

In order to find B it is usually necessarv 
to measure the power gain as a function 
of frequency and integrate the curve 
graphically. This method has major dis- 
advant.igesH, however, since it is time- 
consuming and since G{f) may vary 
WMth different conditions of adjust- 
ment. A further disadvanrage is the 
difliculty of determining S with the 
required accuracy at the low levels 
involved* 

Another method of me.i^iiring noise 
figure which overcomes ihese draw- 
backs and w^hich lends itself to dy- 
namic, continuous display of the noise 
figure uses a standard white noise source 
in place of the signal generator* At i-f 
frequencies the temperature-limited di- 
ode is a suitable source, while at micro- 
wave frequencies the argon dtsch.irge 
tube m a waveguide is accurate and 
reliable^. Both of these sources give a 

*W. W. Mumford: "A Broad- Band Micro^ 
wave Noise Source." BS.T J ., Vol. 28^ No. 
4, Oct., 1949; pp 608-6 J 8. 



Fig, I. Chart for con- 
verting nr/tse figurei 
uhetf Felice is aper^ 
ated from source ai 
room temperature to 
ffohe figure when an- 
other source tempera- 
ture is It seel. A noise 
figure of 2 db with 
room temperatttre 
source, for example, 
becomes a noise figure 
fif 4,^ db uhen device 
is operated front a 
100" K source. 



not involved: all we need to know is 
the factor F^ for the source and the 
observed output power ratio N:.>/Ni. 

For the argon tube sources^ F^ has 
been accurately measured by compari- 
son against hot loads. There is some dis- 
persion between the reported figures 
hut a value of F, — 1 = 33 (i,e., TO log 
(F, — 1) = 15.2 db) is typical. For 
temperature Umited diodes ^ F^ can be 




DEGREES KELVIH 



EFFECT OF SPURIOUS RESPONSiS 

It frequently happens in superhetero- 
dyne receivers, particularly in the mi- 
crowave region, that appreciable trans- 
mission exists at the image frequency. 
In fact, unless special steps are taken to 
prevent it, G{f) may be as large at the 
image response as it is in the desired 
band, in this event, an apparent dis- 
crepancy may result between the noise 
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figure as measured with a signal genera- 
tor and with a wide band noise source. 
This arises because in the signal genera- 
tor method one is Ukely to integrate 
G(f) over che desired band only, while 
noise is actually contributed bv the 
image band also. With a wide band 
noise source, the added noise will also 
appear in both bands. The result is that 
the ** noise figure" as measured with the 
noise source method may be as much as 
3 db lower than the '* noise figure*' as 
measured using the signal generator 
method if one image is excluded in com- 
puting 

G{ 



rfei^ff^ 



df 



The question is: which figure is 
*Vight**> Of course, if the limits of the 
integral arc indeed taken as zero and 
infinity a% we have written up to this 
point, tlie two methods will always 
agree. The performance of the system, 
how^ever, will correspond to the higher 
noise figure* For this reason. North ^ has 
advocated that spurious responses be 
deliberately omitted in computing 



/elf) If 



and a considerable precedent has been 
established for this procedure. Under 
this viewpoint the "true" noise figure 
can be obtained by the signal generator 
method while the noise source method 
gives a reading which must be cor- 
rected. 

An equally valid viewpoint is to re- 
gard the spurious response, or responses, 
as simple part of the total pass band of 
the receiver. There is then no disc rep- 
ancy, both methods yicldinj^ the lower 
noise figure. The loss in system per- 
formance due to the spurious responses 
is now attributed to failure to match 
the system bandwidth to the signal 
spectrum. That is, the receiver has 
transmission where no signal power is 
present. It 15 just as if there were no 
"spurious** responses and the bandwidth 
were made twice as wide as necessa^v^ 

This latter viewpoint has the ad- 
vantage that it more clearly associates' 
noise figure with excess noise power 
spectral density at r-f frequencies and 
assigns the blame for degraded perform- 
ance where blanie is due. After all, if 
the mixer and i-f amplifier were abso* 

*D. 0. Norths Dtscussion on "Noise Figure 
of Radio Recdvers'\ Proc. IRE, Vol. i3, 
No. 2, Feb.i 1945; pp 123-126. 



luteiy noise free, we w^ouid like to think 
of the noise figure as being db, whereas 
the first view^point would result in a 3 
db figure for the assumed case of one 
equal-strength image response. In a 
typical microwave receiver employing 
a crystal mixer without pre-amplifica- 
tion, failure to eliminate the noise in 
the image band will usually degrade the 
performance by only about 1 db or 
less. This is because the mixer noise is 
low^ and the conversion loss causes the 
i-f noise to dominate. On the other 
hand, the properly matched signal for 
such 1 receiver Is one In which coherent 
sjgnal power is supplied in both r-f 
response bands. As compared with the 
usual mode of operation (signal in only 
one response band), } db less signal 
power is required for the same output, 
and the performance corresponds to the 
noise figure as measured with a wide 
band noise source. 

OVERALL PERFORMANCl AND 
NOISE flGURl 

Noise figure is only one of the factors 
which determine the threshold of opera- 
tion of a system. As indicated in the 
previous section, another equally im- 
portant factor is the matching of the 
receiver filter characteristic to the sig- 
nal spectrum, ^hat is an optimum 
match here depends on the later detec- 
tion processes w^hich .tre used. If the sys- 
tem is pulse operated, for example, and 
if what is desired out of the detector is 
the greatest ratio of peak signal to RMS 
noise, then as is w^ell known, the filter 
characteristic of the receiver should be 
the conjugate of the signal (pulse) 
spectrum. On the other hand, if the re- 
ceiver is supposed to give the best least 
square approximation to the signal the 
filter should have the transmission 

where S and N are the signal and total 
noise power spectra at the input. 

It would be nice to be able to assert 
unequivocally that it is possible to op- 
timize band shape and noise figure in- 
dependently. As the last example shows, 
however, this is not always true since 
the magnitude if not the shape of N(h) 
depends on the noise figure. Conversely, 
the reahzable noise figure may in cer- 
tain cases depend on the bandwidth de- 
sired since this affects the input imped- 
ance levels which may be realized. 

As a practical matier, the interaction 



is usually not strong tind considerable 
improvement in noise figure may be 
brought about through proper adjust- 
ment of miser currents, source and load 
impedances, selection of crystals and /or 
tubes, etc* without cither producing or 
requinng much bandwidth modifica- 
tion. As a result one may say that a 
good means of measuring noise figure is 
a necessary tool in achieving top sys- 
tem performance, but that it docs not 
replace signal generators and other tools 
needed to check pulse response. 

—13. U. Olher 

NF METER 

iCmtiinued from p- ^) 

tially complete de-ionization before the 
"off*' level is sampled. 

OTHER NOiSE SOURCE 
DATA 

The waveguide noise sources use a 
cold-cathode argon-type tube which is 
rated to have an excess noise figure of 
15,2 db» The tolerance on this rating 
is —Yz db for most of the tubes used 
for the various bands, although in the 
case of the 2,6 - 3. 9 J kmc tube it is 
If. 2 5 ±0,20 db. x\s implied by the low 
value of the mismatch rating cited earl- 
ier, care has been taken in the design of 




Fig. 6. Sohe dioiie prohe has excess NF 

of 5*2 db and is arranged fnr iis& with 

50- und 60-mc i*f systems. 

the tube mount so that spurious modes 
arising from the necessity of cuttmg 
into the guide are suppressed. 

The source is designed to be used 
with an external termination on the 
open end. The -hp- Model 914 loads 
are recommended for this use, since 
those loads have a VSWR of not more 
than I, OK The rating given earlier for 
the 8.2 - 12.4 kmc mount is predicated 
on the use of this load. 

The use of an external load has the 
further advantage that it is relatively 
isolated thermally from the gas tube 
so that the load's temperature is not 
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Fig. 8. Setup for making eleclronically-suept meastirements^ of Fig. 9. Alternate method for making electromcaily-swepi per- 
tut i/rjise figures in permattent-reconi form using -hp^ 684 A' tnanent-record measurements of tut NF'j» 

687 A sweep oseillalors. 



significantly affected by the heat from 
the tube. This heat is .ilso small, though, 
since the tube is a cold cathode type 
with only a 12 wart dissip:ition* 

In ciddition to the 8.2 - 12.4 kmc 
source described^ waveguide sources for 
the 2.6 - 3.9S, 3.95 - r.85, %A - 8.2, 
7,0 J - 10, and 12,4 - IS kmc ranges 
will be available in ihc near future. 

UF NOISE SOURCE 

THl- i ■ i iource consists of a type 5722 
diode mounted in a convenient probe 
which is designed to permit short- lead 
connection to i^n i-f system. A special 
feature of the source is that it vs ar- 
ranged to match a variety of i-f imped- 
ances from 50 to 400 ohms. This is 
accomplished by providing the source 
with special cUp-in high-frequency 
type resiscors which arc accurate W'ltliin 
1%* A switch on the probe body which 
selects either 30- or 60-megacycle tun- 
ing assures proper noise output over 
these bands. 

The J-f source is designed to pro- 
vide (and the diode meter scale is cali- 
brated for) an excess noise tigure of 
S.2 db, 10 db below that of the wave- 
guide source in keeping w^ith the fact 
that the NF of a typical i-f system is 
considerably low^er than that of an r-f 
system* Since the diode is also arranged 
to be flexible as regards source imped- 
ance, the diode plate current required 
will depend on the source impedance 
mbq6 in accordance with the relation 
5,2db=lOlog20 Uu^i^ R^.^d or I.ji^^j^. 
=1 0,166/RK,fld. Diode current can be 
easily adjusted, because the NF meter 
is arranged w^ith a special switch posi- 
tion that causes the indicating meter 
to read diode plate current on a cali- 
brated scale. A panel control is also 



provided for adjusting the diode fila- 
ment power which in turn controls the 
plate current. The accompanying table 
shows the proper plate currents for 
the four load resistors provided wuth 
the source. 





DIODE 


SOURCE 


PLATE 


RESISTANCE 


CURRENT 


50 ohms 


3.3 ma 


100 ohms 


1.66 ma 


200 ohms 


0.83 ma 


400 ohms 


0.414 ma 



The reproduction of the meter face 
given in Fig. 7 sho\v5 the high read- 
ability of the current scales provided 
on the meter. 

Current for the diode filament is pro- 
vided from a regulated source to reduce 
the effects of line voltage changes on 
diode plate current. 

The djodc output is provided at a 
type BNC plug on the probe nose. Legs 
are provided on the probe to properly 
orient the diode according to manu- 
facturer's recommendations, although 
the tube is operated as such a low fila- 
ment power level that another orien^ 







Fig. 7. Approximately half -scale repro- 
duction of Model J 40 A meter face. Top 
scale is for waveguide s^urce^, second 
scale for diode source. Current scales at 
bottom are for measuring and setting cur- 
rent in sources. 



ration is probably not deleterious. Tlie 
diode is also oriented so that the probe 
can be held vertically in cases where 
this is desirable. 

The low^ filament powder also implies 
long diode life. Extrapolation of manu- 
facturer's data shows that tube life 
should exceed 10,000 hours. 

Pulsing of the diode is related to the 
gating of the 30/60 mc amplifier in the 
NF Meter in the same way as that of 
the waveguide sources. 

SWEPT NF MEASUREMENTS 

When a wide- band device such as a 
tunable microwave receiver or a travel- 
ing-wave tube is to be investigated, it 
is alw^ays desirable and usually simple to 
make NF measurements on a swept 
basis. Since the Model 3 40 A has a re- 
corder output, permanent records can 
be made simultaneously wdth the swept 
measurement, a valuable feature in 
both laboratory and production work. 

Figs. 8 to 10 indicate equipment ar- 
rangements that can be used for such 
measurements. Fig. 8 is one of several 
possible arrangements for making 
swept single- frequency measurements 
of tr.iveling-wave tubes and one that 
has the special advantage of electronic 
sweeping. In Fig. S the twt under inves- 
tigation is followed by a second twt of 
known noise figure to provide addi- 
tional amplification ahead of the mixer. 
This arrangement is useful where the 
twt*s have sufficient gain to mask the 
effect of the crystal mixer noise figure. 

Another usable arrangement is shown 
in f'ig. 3. In this setup the additional 
twt ahead of the mixer is replaced by 
additional gain in the form of an i-f 
strip following the mixer. Such a strip 
must have a center frequency of 50 
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Fig* IL Setup far opiimiting' performance of receivers with 
spurious responses. Readings will he relative but will iptdicate 
whether adjuslmenh are improving receiver performance. Most 
hp^ generators can be suitably modulated directly from diode 
output on 3 40 A, 



or 60 megacycles to match the tntern.il 
amplifier of the Model 3 40 A, 

It is desirible in these measurements 
that the noise figure of whatever de- 
vices follow the twt being measured be 
reasonably low, because the noise figure 
of additional devices adds to that of 
the device under test according to the 



relation N. F = lO LOG 



F + 



F, '1 



where F and F^ are the noise figures of 
the device under test and the following 
device (amplifier, receiver, etc) and Gt 
is the power gain of the device under 
test. Thus, if rhe tested device has high 
gain and if the noise figures of the fol- 
lowing devices are not high, they do 
not seriously affect the measurement. 

If the device under te^it is immedi- 
atelv followed bv a mixer and then by 
more amplification, it is desirable to ex- 
pand the above expression to take into 
account the effect of the mixer and 
additional amplification. In the ex^ 
panded expression NF in db equals 



to LOG 



F + 



"amp ' 



In this expression Fmi^^,,]. is the mixer 
Nh', F-i„i|, is the NF of the additional 
ampiificarion, and GtTijxi-r ^s the gain 
(normally less than unity) of the mixer* 
The NF' of twt's is also commonly 
measured using a tunable receiver as 
indicated in Fig. 10. While this arrange- 
ment does not have the convenience of 
the former two methods because the 
receiver must be tuned by hand over 
the band of interest, it is nevertheless 
a practical method and one in which a 
strip-chart recorder can be used to re- 
cord the measurement* The noise figure 
ot the receiver should be considered 
in accordance with the first expression 
given above, although with a receiver 
having in the order of a 10 db noise 
figure and a twt with a gain of 30 db, 
the correction will be insignificant. 



RICItVER MEASUREMENTS 

In the field of receiver testing in- 
stances are known where truly dra- 
matic improvements in receiver per- 
formance have been obtained through 
noise figure measurements. Radar in- 
stallations, for example, have achieved 
significant increases in range through 
noise figure improvement. This is not 
surprising when it is considered that 
mixer crystals can readily be damaged 
by accidental overloads, that duplexer 
tubes mav contribute substantial noise 
and, /or loss ahead of the receiver input, 
that noisy and lossy joints may be pres- 
ent in the receiver input run, or that 
LO's become noisy, all of which will 
deteriorate receiver operating noise 
figure. 

Permanent- record testing of wide- 
band tunable receivers can be accom- 
plished with the same type of setup in- 
dicated previously for rwt's. In a 
tunable receiver, however, and usually 
m smg I e- channel receivers as well, the 
matter of image response must be con- 
sidered* 

A receiver that has one or more spur- 
ious responses in the band of the noise 
source will result in a noise figure meter 
reading that is the same as it would 
be if the receiver had no such response. 
This occurs because the receiver will 
accept both noise source and thermal 
noise power at the image fretjuency and 
W]ll thus not alter the pulse- 
on to pulse -off ratio at the 
receiver output over the case 



where the receiver has only a single 
band response, Oliver (accompanying 
article) discusses the various interpre- 
radons of this situation and emphasises 
that the performance of a receiver with 
one equal strength image response will 
correspond to a noisc figure typically 
from approximately 1 to 3 db above 
that indicated by the meter. It has also 
been shown by Strum'' that the pres- 
ence of several spurious responses rarely 
degrades receiver performance by more 
than S db- 

PERFORMANCE OPTIMIZATION IN 
5PURIOU5-RESPONSI RECEiViRS 

One oi the special features of the 
Model 3 40 A is that it may be used to 
optimize the performance of receivers 
with multiple responses. For such work 
the waveguide noise source is replaced 
by a signal generator which is square- 
wave modulated bv the noise diode sup- 
ply of the 340A. The setup is indicated 
in Fig. 1 1. The signal generator is typ- 
ically set for an output in the %'icinity 
of — ^80 dbm and is tuned to the signal 
channel of the receiver. A NF meter 
indication will then be obtained, al- 
though it will not be absolute. The 
necessary adjustments for spurious re- 
sponse reduction can then be made 
within the receiver to obtain a niini- 



* Peter D. Strum, ''A Note on Noise Tem- 
peralure," IRE Transactions on Micro- 
\va%'e Theory and Techniques, July, 1956. 



Fig. 12. Setup using 3 40 A to 
make manual measurements 
or to measure extra-low Nf 
microwave devices. Setting 
precision attenuator to 10 db 
permits readings to he made 
directly on - J 5 dh diode 
scale Off ^40 A meter. 
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mum rcitiing on the NP Meter. The 
readings will bt- relative and are not 
the receiver noise figure, but they will 
deciea*ie monotonicallv with increasing 
noise performance, A NF measurement 
with the noise source can then always 
be matlc. 

VERY LOW NF MEASUREMENTS 

In the event that a very low noise 
figure r-f device is to be measured » it 
is desirable to expand the low^r part of 
tlie noise tigure scale* This can readily 
be accompli shed by inserting a 10 db 
attenuator between the waveguide noise 
source and the device being tested. 
Noise figure can then be read directly 
fron^ the U - 15 db diode scaie. 

MANUAL MEASURIMINT 

i*ro vision is also made for "manual" 
mca^iurement of noise hgure by use ot 
an external precision attenuator where 
desired. 

For making manual measurements, a 
switch is provided at the rear of the 
Model 3 40 A, Basically, this switch con- 
verts the instrument to an indicator. 
The measurement is then made as indi- 
cated in Hgt 12. Initially, the j^ain of 
the device is adjusted for a convenient 
reading (preferably *'!** on the upper 
current scale of the Model 340A) with 
the noise source off and with the -bp- 
3S2A attenuator set at zero. The noise 
source is then turned on by setting^the 
Model 5 40 A panel switch to the "gas 
tube" position. This will cause the 
meter reading to increase. The attenu- 
ator is then adjusted so that the meter 
reading is doubled as read on the linear 
current scale. Using this procedure 
noise figures up to 15.2 db can be read 
and are given by 15.2 db (the excess 
NF of the source) minus the attenu- 
ator reading in db. The range of manual 
measurement can be extended beyond 
15.2 db by reading on-otf ratios from 
the meter current scales without using 
the attenuator and substituting into 
the expression 

f qa^ tube on \ 
i^gos tube off ^y 

gas tube on 



N-R = !5.2db -10 LOG 



whc 



IS 



the 



ratio 



of the 



gas Tube off 

current scale readings. For best read- 
ability the "gas tube on'* readings 
should be set with the attenuator at the 
340A input to full scale on the current 
scale. 
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SP£ClFICATIONS 

-hp- mODEL 340A 

NOISE FIGURE METER 

Frequenex Rang<ez Depends on noise sQurire 

used. 
Naj'se Figure Range: 

IF Nofse Soufce: to 15 ^b. indtcotion to 
infinity. 

Wavftguide Noise Source: 3 to 30 db, in- 
dicafion io infmify. 
Accufocy {340a oniy): 

Noiie Diode Scofe: dzV's db, to 15 db. 

Ga% Tube Scole: ith db, 10 to 25 db; 
±} cJb, 3 to 30 db. 
Required Receiver or R-F AmpiiCier Gain: 

ApproKimoNly 40 db. (Corresponds to a 

minimum noise input with source on of 

220 microvolt^ into 50 ohms.) 
Oj^romic ffonge: 60 dh, 
input frequency: 30 or 60 mc, selected by 

switch. 
Baniiwtdih: 1 mc mirtimLim. 



inpu^ impedance: 50 ohms nominol. 

Recorder Output: jock nt rear provides 1 
fnn. max. mefer current for operclin^ eX' 
ternol recorders; 5 kilohm mox. external 
re9.iitanE:e. 

AGC Oufpitt: Binding posts at rear provide 
nomlnol D to — ^10 ¥ AGC valtcge for ex- 
ternof monitoring. 

Power Oafput: Sufficient to operate -hp- 
345A IF Noise Soi^rce or -hp- 347A Wave- 
guide Noise Sources, 

'hp- MODEL 345A 

IF NOISE SOURCE 

Center frequency,- 30 or 60 mc, selected by 

switch, 
Source /mped'pjTce: Depends on Interna] re^ 

sistor instolled. 50, 100, 200 cind 400 tihm 

intercKongeobla resistors supplied with 

iiiitrument. 
Currenf IJange; 0,33 to 3.33 milliomps, 
inpu^ Power; Supplied by -hp- 34QA, 



J347A 


H$47A 


X347A 


P347A 


5,3' 


7.05- 


B-2. 


12.4^ 


B-2 


10 


12.4 


IB.OO 


15.2 


15,3 


15.2 


15.2 


±.5 


±.5 


±.5 


±.5 


Bend Ik 


Bejid^x 


Bendix 


Bendix 


TD39 


TD-40 


TD41 


TD-42 



-hp- MODEL a47A WAVEGUIDi NOISE SOURCES 

S347A G347A 
Frequency fionge 2*60- 3.95- 

itmc 3.95 5.S5 

f jtcejCT No i*e, db: 15 25 15,2 

■±^2 ±.5 

Gas Tuba Bmpfpysdi Bendix Bendix 

TD.38 TD 39 

SWfl*: ON: 1.2 maximum, less than 1.1 average 

OFF: 1.2 maximuFTi, less than 1,1 average 

*Soufiie Ifirmineted in a weri-motohed IcKid luch os tltot provided by the -hp- 9! 4 series. 
Dota subject to chongt wtthout notice 

THE ABOVE BRiEF SPEOFlCATtONS OF THE -hp- NOiSE FiGURE 
EQUiPMENT ARE PRESENTED HERE ONLY AS A MATTER OF GENERAL 
INTEREST, SINCE THE NOISE FiGURE INSTRUMENTS DESCRIBED HERE 
ARE NOT OFFERED FOR SALE OUTSIDE CONTINENTAL U. 5. A. AND 
CANADA. 

SfMJLAR NOISE FIGURE EOUfPMENT /S PRODUCED BY THE FIRM 
MAGNETIC AB OF STOCKHOLM, SWEDEN. IN MOST COUNTRIES 
MAGNETIC AB IS REPRESENTED BY THE SAME FIRMS THAT REPRE- 
SENT -hp-. READERS OUTSIDE U. S. A. AND CANADA MAY THUS 
CONTACT THEIR LOCAL REPRESENTATIVE OR MAGNETIC AB FOR 
FURTHER INFORMATION, 
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